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Rainwater outlets Sarnafil G/S  

The Sarnafil G/S range of injection moulded rigid PVC rainwater outlets and scuppers provide a safe and secure method 
of ensuring a watertight, sealant free joint between the waterproofing membrane and the rainwater outlet. Complying with 
the requirements of BS EN 1253 when fitted with the Sarnafil leaf guard they also eliminate the cold bridging associated 
with traditional metal rainwater outlets, a key considerations in the Building Regulations Part L/J 2002. Sarnafil Ltd. 
therefore recommend that whenever possible Sarnafil G/S rainwater outlets and scuppers, or Sarnafil Double L Outlets, 
are used to ensure the integrity of the Sarnafil waterproofing system. Sarnafil G/S rainwater outlets are connected to 
British Standard rainwater down pipes using Sarnafil flexible couplings. 

 

 

             

Art-No. Outside 
diameter 

Spigot length Size of base plate [A] Flow rates 
BS EN 12056 

1.502.263 40 mm 450 mm 250 x 250 mm; quadratic  0.9 [l/s] 
1.502.264 50 mm 450 mm 250 x 250 mm; quadratic  1.4 [l/s] 

1.502.265 56 mm 300 mm 300 x 300 mm; octagonal  2.0 [l/s] 

1.502.266 63 mm 300 mm 300 x 300 mm; octagonal  1.7 [l/s] 1) 
 2.8 [l/s] 2) 

1.502.267 75 mm 300 mm 300 x 300 mm; octagonal  4.3 [l/s] 
1.502.268 90 mm 300 mm 330 x 330 mm; octagonal  5.2 [l/s] 

1.502.269 95 mm 300 mm 330 x 330 mm; octagonal  5.2 [l/s] 
1.502.270 110 mm 300 mm 330 x 330 mm; octagonal  5.4 [l/s] 
1.502.271 125 mm 300 mm 380 x 380 mm; octagonal  5.5 [l/s] 

1.502.272 140 mm 300 mm 380 x 380 mm; octagonal  5.7 [l/s] 
1.502.273 160 mm 300 mm 380 x 380 mm; octagonal  5.9 [l/s] 

Measured with a Sarnafil Leafguard fitted and a 35mm head of water by Dr. Malcolm Wearing, CRM Rainwater 
Drainage Consultancy, Bolton. Sarnafil Ltd. can provide project specific drainage calculations for all Sarnafil rainwater 
outlets, please contact Sarnafil Technical Services for further information. 
1) 50 mm down pipe  /  2) 63 mm down pipe 

All data in our product information are based on our current knowledge and experience. They do not relaease users from careful testing of the application 
and strict observation of the relevant processing regulations because of the wide range of possible influences during the application and use of our 
products. Legally valid assurances of specific characteristics or suitability for special purposes of application other than those provided in our 
documentation for the specific product cannot be inferred from our information. Any protective rights or existing laws and provisions must be followed by the 
recipient or processor of our products at their own responsibility. Moreover, our general terms and conditions of sale and warranty are valid. 

Ø 56 - 160 mm: Ø 40 und 50 mm: 

  

with Sarnafil Leafguard (Art. No. 1.502.199) 


